
Number of channels 4
1, 2 chanel Class D
3, 4 chanel Class D compensation of nonlinear distortions
Peak output voltage 1, 2 channel 130 V
Max. output current 1, 2 chanel 63 A
Peak output voltage 3, 4 channel 115 V
Max. output current 3, 4 chanel 32 А
Output Power 1, 2 chanel 2,66 ohm 4 ohm 8 ohm 16 ohm
Output power CEA-2006 / 490A (1% THD, 1 kHz,  
all channels driven)         VPL-OFF

2800 w RMS 2200 w RMS 1200 w RMS 600 w RMS

Peak output power 5600 w 4400 w 2400 w 1200 w
Output Power 3, 4 chanel 2,66 ohm 4 ohm 8 ohm 16 ohm
Output power CEA-2006 / 490A (1% THD, 1 kHz,  
all channels driven)         VPL-OFF

2000 w RMS 1600 w RMS 800 w RMS 400 w RMS

Peak output power 3000 w 3200 w 1600 w 800 w
Audio specifications 1,2 ch.
Distortion THD+N (20 Hz - 10 kHz) < 0.05% (at 8 Ω, 60 W output power)                                                                             

< 0.1% (at 4 Ω, 120 W output power)
Signal To Noise Ratio >112 dBA
Frequency response 20 Hz - 20 kHz, ± 0.5 dB (at 8 Ω, 60 W output power)                                                  

20 Hz - 20 kHz, ± 0.5 dB (at 4 Ω, 120 W output power)
Gain 36 dB
Voltage Peak Limiter (VPL),  selectable per ch. 125, 100, 88, 76, 67, 51, 45,39,35 V
Audio specifications 3,4 ch.
Distortion THD+N (20 Hz - 10 kHz) < 0.015% (at 8 Ω, 60 W output power)                                                                            

< 0.015% (at 4 Ω, 120 W output power)
Signal To Noise Ratio >112 dBA
Frequency response 20 Hz - 20 kHz, ± 0.1 dB (at 8 Ω, 60 W output power)                                                  

20 Hz - 20 kHz, ± 0.1 dB (at 4 Ω, 120 W output power)
Gain 36 dB
Voltage Peak Limiter (VPL),  selectable per ch. 115, 92, 75, 62, 54, 47, 39, 35, 31 V
Connectors and Switches
Power Neutrik PowerCon 32 A
Input connectors 3-pin XLR, electronically balanced
Output connectors speakON NL 8 pins , 2 speakON NL 4 pins
Cooling Three fans, front-to-rear airflow, temperature controlled speed
Power
Power supply Power Supply  with Power Factor Correction (PFC)
Operating voltage, 230 V / 30A 150-265 V (45 - 66 Hz) 
Dimensions (W/H/D) 483х88х440мм
Weight 16.2 kg

Технические характеристики

Четырехканальный 
усилитель мощностиProTone A42D

 ProTone A42D – это четырехканаль-
ный усилитель мощности c встроенным 
DSP-процессором. Усилительная часть 
аналогична усилителю ProTone A42U. 
Управление осуществляется с помощью 
сенсорного дисплея на передней панели, 
или удаленно через Ethernet-соединение 
при помощи программы управления.

Отличительной особенностью ProTone 
A42D является наличие выхода, транс-
лирующего сигналы процессора на дру-
гие усилители ProTone A42U и ProTone 
A44Q, что позволяет объединять их в одно 
устройство.

На задней панели находятся два симме-
тричных аналоговых входа, два сквозных 
выхода (XLR), двухканальные цифровые 
входы AES/EBU, два порта Ethernet (разъ-
емы Ethercon) для подключения управля-
ющего компьютера, выходы для акустиче-
ских систем, гнездо кабеля питания.

DSP processor
Module input mixer 4 ch.Mix any ratio between all input routers.
Input processing Parametric 10 band input equalizers

Output processing Linear phase or Classic crossovers, 
Parametric 10 band EQ,  shelving filters

Features Delay, Mute, Phase, Gain, Limiter.
Conversion resolution 24-bit
Internal Sample Rate / Data path 192/96 kHz / 32 bit fixed point
Maximum available user delay 2 seconds
Inputs and Outputs 2 inputs, 6 outputs analog
Dynamic range, inputs 114 dB
Distortion (THD+N) < -120 dBfs
AES Inputs 2 AES/EBU (AES3)
Supported resolutions Up to 24-bit
Supported sample rates 18- 192 kHz
Ethernet/ Fast Ethernet 100 Base-Tx
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